semmparmed®®

A MEMBER OF THE SEMPERIT-GROUP

PRODUCT SPECIFICATION

Spec code: VXS-C0348
Product name: Semperguard® Vinyl powdered blue
Date of issue: 01/09/14

Article number: 8159 8062.
.= 3 (size S), 5 (size M), 7 (size L), 9 (size XL)

GENERAL INFORMATION

Type: single-use disposable examination or protective glove

Marking: all information on dispenser box

Shape: ambidextrous — straight fingers

Material: Polyvinylchlorid (PVC)

Colour: blue

Inner: lightly powdered

Outer: no treatment

Cuff/Surface: rolled cuff/smooth
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Storage: 5 years storage life (date of expiration see on the box). Keep area cool, dry and dust

free, avoid ventilation and storage close to photocopy equipment. Copper-ions
discolour the glove. Protect gloves against ultraviolet light sources, as sunlight and
oxidizing agents. Storage above 30°C will lead to accelerated aging and should be
avoided.

STANDARDS, GUIDELINES AND QUALITY CERTIFICATION

Quality certification: ISO 9001, ISO 13485
Conformity to guidelines: Personal Protective Equipment 89/686/EEC: CE cat. |

Conformity to standards: EN 420 EN 374-2: specified
EN 455 level 2 - AQL 1.5
. ASTMD5250  fe3 a0 G

level 1: AQL <4.0  (S4)

Conformity to food regulation: 1935/2004  UJ7

Vinyl gloves are not suitable for handling fatty food!
WARNING AND REPORTING SYSTEM
Potentially allergenic ingredients:  not known

(For further information, the actual version of the ingredients list is given on request.)
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